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DK-S60S Visitor Management Kiosk
Visitor Management Kiosk DK‑ S60S with 15.6" + 11.6" screens, Face Recognition, ID Card Verification

15.6 inch LED 1366*768+11.6"BOE EDP(1366*768） 1D/2D scanner

2 million high-definition pixels Adjustable angle

Dual Display

15.6 inch+11.6 inch

Windows 10

Windows 7

1D/2D Scanner IC/ID cardreader

Intel Core I5

Intel Core I3

2MP Camera

https://www.poszeo.com/product/dk-s60s-visitor-management-kiosk/


Corporate Lobby Control Public Office Check-in

School & Campus Entry Hotel Visitor Registration

Main Feature
◆ Visitor Management Kiosk：Dual screens guide check- in with clear prompts and real- time confirmation.

◆ Face Recognition Access：2MP camera supports contactless matching to speed lobby throughput.

◆ ID Verification Reader：IC/ID and 1D/2D scanning reduce manual entry and fraud risk.

◆ Dual- Screen Registration：15.6" + 11.6" displays improve clarity for staff and visitors.

◆Compact Security Terminal：Small footprint fits desks, counters, and gated lobbies.

◆ Connectivity for Peripherals：USB×2, LAN, COM, HDMI link printers, gates, and displays.

◆ Configurable Performance：Intel i3/i5 with 2–16GB memory adapts to software needs.

◆ Audit & Compliance：Logged scans and ID checks strengthen records and reporting.

◆ DK-S60S Reliability：Commercial components reduce downtime and service costs.



Technical Specifications

Item Specification

Processor / CPU Intel®i3/i5 (retail class)

Operating System Windows 7/10 (Windows 11 IoT optional by project)

Memory & Storage 4–16GB RAM, SSD up to 512GB

Main Display 15.6" capacitive touchscreen (operator display)

Customer Display (Optional) 11.6 inch

Scanner 1D/2D scanner

Cardreader IC/ID

I/O Ports USB ×2, LAN ×1, COM ×1, DC-in ×1,HDMI x 1

Networking Gigabit Ethernet; optional Wi-Fi/Bluetooth via adapter

Power AC 100–240V adapter → DC 12V input

Environmental
Operating 0°C–40°C; Storage −20°C–60°C; 10%–90% RH

non-condensing; ESD/Shock: TBD

Recommended Accessories Bluetooth/Speaker

Dimensions &Weight 40.5*39*36.5cmcm G.W.:8.05kg

I/O Layout (Reference)

2xUSB 1xRJ45

1xCOM 1xHDMI



Compliance & Safety

◆ CE, FCC, RoHS (final configuration dependent)

◆ Power supply with over-voltage and over-current protection

◆ K-lock slot support (chassis dependent)

Manageability & Security

◆Remote maintenance via standard Windows tools (RDP, MSI/Silent install)

◆ BIOS/OS password policies; user role separation

◆Cable-management path for clean in-store install

Package Contents & Support

◆Main unit, power adapter, power cable, quick start guide

◆ 12 months standard; 24/36 months extended (optional)

◆ Support: https://www.poszeo.com/service/support/

Contact & Next Steps

◆Explore Products: poszeo.com/products

◆Request a Quote: poszeo.com/contact-us

◆Email:sales@poszeo.com

◆Phone/Whats App: +86 198 6074 3416

Document Control

◆ Doc: DK-S60S | Rev: v1.2 | Date: 2025-11-12

◆ Notes: Specifications may change without notice; options & certifications depend on final configuration and
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