
Product Datasheet

DZ2 Ultra-Slim Android Desktop POS
Ultra-Slim Android Desktop POS with 15.6" FHD Touch and Optional Dual‑ Screen Customer Display

10.1″/11.6″ Display+10.1″/11.6″ Display 1D/2D Barocde Scanner

Built-in 58mm thermal printer Supports facial recognition

10.1"/11.6" Display

+10.1"/11.6 " Display

Android 11 OS Quad-core Cortex-A55

QR Scanner Ready Built-in Printer Face Recognition

https://www.poszeo.com/product/all-in-one-android-pos-printer-dz2/


Boutique & Specialty Retail Pharmacy POS Solution

QSR & Café Checkout Supermarket Android POS

Main Feature
◆ All- in-One Android POS:Printer + Touch + I/O In One Compact Body.

◆ 10.1" Android POS: 800×1280, 10- point Touch Speeds Taps And Selection.

◆ 58mmPrinter Inside: Fast Thermal Receipts Reduce Downtime And Costs.

◆ RK3568 POS Terminal: Cortex- A55 2.0GHz Keeps Apps Responsive At Peak Times.

◆ Android 11 POS:Mature Ecosystem Enables Quick Rollout And Easy Training.

◆ Dual-Screen Ready: Optional 10.1/11.6 Customer Display Shows Totals And Promos.

◆ Face Recognition Ready: Optional Camera Supports ID, Attendance And Member Login.

◆ Enterprise I/O: USB2.0/USB3.0/HDMI/RJ45/DC- in Connect Scanners And Drawers.

◆ Reliable Networking: 2.4GHz Wi- Fi, BT4.0+, 10/100M Ethernet Keep Payments Smooth.

◆ Portrait/Landscape: Switch Orientation To Fit Kiosks Or Cashier Desks.



Technical Specifications

Item Specification

Processor / CPU Quad-core Cortex-A55

Operating System Android 11

Memory & Storage 2GB+16GB

Main Display

10.1 " /11.6" 800*1280 optional 1366*768 Display ,10.1" /11.6"

Customer Display optional

Barcode scanner 1D/2D scanner optional

printer Built-in 58mm thermal printer

Connectivity 2.4G Wifi；Bluetooth 4.0；LAN 10/100M；

I/O Ports USB*1,RJ45*1,HDMI*1,DC*1

Power DC 12V -4A power supply ( AC 100-240V )

Environmental
Operating 0°C–40°C; Storage −20°C–60°C; 10%–90% RH

non-condensing; ESD/Shock: TBD

Size 45*19.5*21.5CM 2.85KG

I/O Layout (Reference)

2 x USB

1 x RJ12
1 x RJ45 1 x DC

1 x Audio

1 x HDMI



Compliance & Safety

◆ CE, FCC, RoHS (final configuration dependent)

◆ Power supply with over-voltage and over-current protection

◆ K-lock slot support (chassis dependent)

Manageability & Security

◆Remote maintenance via standard Windows tools (RDP, MSI/Silent install)

◆ BIOS/OS password policies; user role separation

◆Cable-management path for clean in-store install

Package Contents & Support

◆Main unit, power adapter, power cable, quick start guide

◆ 12 months standard; 24/36 months extended (optional)

◆ Support: https://www.poszeo.com/service/support/

Contact & Next Steps

◆Explore Products: poszeo.com/products

◆Request a Quote: poszeo.com/contact-us

◆Email:sales@poszeo.com

◆Phone/Whats App: +86 198 6074 3416

Document Control

◆ Doc: DZ2 | Rev: v1.2 | Date: 2025-11-17

◆ Notes: Specifications may change without notice; options & certifications depend on final configuration and
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Powerful POS System to Boost Sales & Optimize
Operations – Talk to Our Experts Now!
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