
Product Datasheet

K116 All in one Desktop POS
Poszeo K116 All in one Desktop POS withWindows J6412, 80mm/58mm Receipt Printer & NFC Tap‑to‑Pay

11.6 inch +4.3 inch LCD/VFD Customer Display optional Built ‑ in 80MM printer optional

1D/2D scanner optional NFC optional

11.6 inch

4.3" LCD display

Windows 10

Android 7.1

1D/2D scanner Built‑in Printer

Intel core J6412

Rockchip RK3288

NFC

https://www.poszeo.com/product/k116-all-in-one-desktop-pos/


Café POS with 80mm Printer NFC Tap‑to‑Pay POS

Quick‑Service POS Counters Windows J6412 POS Terminal

Main Feature
◆ All in one Desktop POS：Compact 11.6″ capacitive touch saves counter space and speeds retail checkout.

◆ Windows J6412 POS Terminal：Stable Windows 10 Pro image keeps menus and reports responsive across
chains.

◆ 80mm/58mm receipt printer：Built‑ in thermal engine prints 160 mm/s with auto‑ cutter for clean
receipts.

◆ NFC Tap- to-Pay POS： Contactless membership and payments reduce friction and improve tip prompts.

◆ Quick-Service POS System：Optimized workflows shorten queues and raise order accuracy during rush
hours.

◆ Comprehensive I/O ports： USB×4, RS232, RJ45, VGA, RJ11 connect peripherals without external hubs.

◆ Reliable wireless options：Dual‑ band Wi‑ Fi, Bluetooth, and optional 3G/4G keep transactions synced.

◆ Driver & app coverage： ESC/POS and OPOS drivers broaden POS software and ERP compatibility.

◆ Rugged, mobile- ready body： 292×288×100mm, ~3 kg, optional 10,000 mAh battery for pop‑ups.



Technical Specifications

Item Specification

Processor / CPU Intel core J6412/intel core i5/i3；Rockchip RK3288 optional

Operating System Windows 10/Android 7.1

Memory & Storage Windows：64GB/128GB/512GB;Android；16GB/32GB

Main Display 11.6 " 1366*768 and 4.3" LCDdisplay/ VFD Customer Display optional

Battery 10000mah Optional

Communication 3G/4G（optional）

Camera 5.0MP, AF support 1D/2D (Optional)

Scanner 1D/2D scanner（optional）
Printer Built‑in 80mm thermal printer Paper size: 80*60mm

I/O Ports USB*4，RS232*1,RJ45*1,VGA*1,RJ11*1,DC*1

Networking 2.4G/5G IEEE 802.11 a/b/g/n (Optional)

Power Input: 100‑240V/2.5A 50/60Hz Output: 12V 7A

Environmental
Operating 0°C–40°C; Storage −20°C–60°C; 10%–90% RH

non‑condensing; ESD/Shock: TBD

Recommended Accessories 4.3inch LCD;barcode scanner；battery；

Dimensions &Weight 292mm*288mm*100mm；3KG

I/O Layout (Reference)

4 x USB 1 x RJ45 1xDC

1 x RJ11 1 x VGA 1 x RS232



Compliance & Safety

◆ CE, FCC, RoHS (final configuration dependent)

◆ Power supply with over‑voltage and over‑current protection

◆ K‑lock slot support (chassis dependent)

Manageability & Security

◆Remote maintenance via standard Windows tools (RDP, MSI/Silent install)

◆ BIOS/OS password policies; user role separation

◆Cable‑management path for clean in‑store install

Package Contents & Support

◆Main unit, power adapter, power cable, quick start guide

◆ 12 months standard; 24/36 months extended (optional)

◆ Support: https://www.poszeo.com/service/support/

Contact & Next Steps

◆Explore Products: poszeo.com/products

◆Request a Quote: poszeo.com/contact‑us

◆Email:sales@poszeo.com

◆Phone/Whats App: +86 198 6074 3416

Document Control
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◆ Notes: Specifications may change without notice; options & certifications depend on final configuration and
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