
Product Datasheet

T6M Android Handheld POS Terminal
Android Handheld POS Terminal with 6.5-Inch Display, EMV Contactless, Chip & PIN and Dual-SIM | T6M

6.5 inch 1600*720 HD IPS screen IC Card

NFC card support 1D/2D barcode scanner

6.5 inch Display Android 13.0

Barcode scanner IC Card

Quad-Core Processor

NFC

https://www.poszeo.com/product/android-handheld-pos-terminal-t6m-2/


Convenience & Kiosks Pharmacy POS Solution

Retail Queue Busting Table-Side QSR Pay

Main Feature
◆Android Handheld POS：Compact Terminal For Fast, Secure Retail Checkout.

◆ EMV Tap- to-Pay：Contactless Acceptance For Cards And Mobile Wallets.

◆ Chip & PIN Ready：Strong Authentication For High- ticket Transactions.

◆ Barcode Scanner Option：1D/2D Capture Speeds SKU And QRWorkflows.

◆ 6.5- Inch Android POS： HD IPS Touch Improves Signatures And Visibility.

◆Dual- SIM + PSAM：Failover Connectivity And Encrypted Key Storage.

◆ PCI 6 Certified POS：Latest Compliance Protects Cardholder Data.

◆ 4G + Dual-BandWi- Fi：Reliable Links For Aisles, Pop- ups And Delivery.

◆ Pogo-Pin Docking： Optional LAN/USB Base Streamlines Back- office.QR Code Scan

◆4000 mAh Battery：Full- shift Power With USB-C Fast Charging.



Technical Specifications
Item Specification

Main Display 6.5" touchscreen (1600*720)

CPU Quad Core, up to 2.0GHz Android 13.0
Store 2GB+32GB;3GB+32GB;4GB+64GB optional

Communication 4G/3G/2G/Hot spot/Bluetooth5.1/WIFI 2.4G/5G

Card TF Card x1|SlM x2+ PSAM x] or SIMx]+ PSAM x2

QR/scanner Professional 1D+ 2D with high performance（optional）

Camera 5 MP AF Rear -Facing(8MP AF optional )| 2 MP FF Front -Facing

I/O Ports type-c*1

GPS GPS+GLONASS+BEIDOU

Battery 4000mAh

Card Reader Chip &PIN|NFC Contactless Magnetic Stripe

Power AC 100–240V adapter → DC 5V 2A

Environmental
Operating 0°C–40°C; Storage −20°C–60°C; 10%–90% RH
non-condensing; ESD/Shock: TBD

Dimensions &Weight 171.8mm×78.3mm×18mm,275g

I/O Layout (Reference)

1 x Type-c



Compliance & Safety

◆ CE, FCC, RoHS (final configuration dependent)

◆ Power supply with over-voltage and over-current protection

◆ K-lock slot support (chassis dependent)

Manageability & Security

◆Remote maintenance via standard Windows tools (RDP, MSI/Silent install)

◆ BIOS/OS password policies; user role separation

◆Cable-management path for clean in-store install

Package Contents & Support

◆Main unit, power adapter, power cable, quick start guide

◆ 12 months standard; 24/36 months extended (optional)

◆ Support: https://www.poszeo.com/service/support/

Contact & Next Steps

◆Explore Products: poszeo.com/products

◆Request a Quote: poszeo.com/contact-us

◆Email:sales@poszeo.com

◆Phone/Whats App: +86 198 6074 3416

Document Control

◆ Doc: T6M | Rev: v1.2 | Date: 2025-11-22

◆ Notes: Specifications may change without notice; options & certifications depend on final configuration and
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Powerful POS System to Boost Sales & Optimize
Operations – Talk to Our Experts Now!
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