
Product Datasheet

V10 Mini Dual Screen POS Terminal
V10 Mini Dual Screen POS Terminal with 10.1" Touch, 2.4" Customer Display, 58mm Printer, 2D Scan

10.1 inch 1280*800 HD display Built - in 58MM printer

1D/2D scanner optional NFC optional

10.1 inch

2.4" LCD display

Android 11.0

1D/2D scanner Built-in Printer

Quad-core ARM

cortex-A53

NFC

https://www.poszeo.com/product/v10-mini-dual-screen-pos-terminal/


Convenience Store Checkout Pharmacy Android Register

QSR Front Counter POS Supermarket Android POS

Main Feature
◆Mini Dual Screen POS：10.1" touch + 2.4" customer display reduce disputes.

◆ 10 Inch Android Register：Clear UI for fast PLUs and returns.

◆ 58mm Built- in Printer：ESC/POS receipts up to 100mm/s.

◆QR Code Payment Ready：Optional 2D scan speeds coupons and wallets.

◆ NFC Tap- to-Pay：Contactless payments and loyalty made simple.

◆StableWireless Links：Dual- band Wi- Fi and Bluetooth 4.2/BLE.

◆ Retail I/O Ports：USB, OTG, RJ11/RS232, Nano- SIM, PSAM, TF.

◆Android 11 Platform：Quad- core A53 keeps UI responsive.

◆Poszeo V10 Terminal：Easy rollout and service for chains.



Technical Specifications

Item Specification

Processor / CPU Quad-core ARM cortex-A53, Up to 1.6GB

Operating System Android 11.0

Memory & Storage 2GB RAM, 16GB ROM

Main Display 10.1 " 1280*800main HD display and 2.4" LCDdisplay ( 2nd )

Battery Optional

RJ11/RS232 yes（Two choose one）

Scanner（optional） 1D/2D scanner

Printer Built-in 58mm thermal printer Paper size: 58*40mm

I/O Ports
USB2.0* 1，OTG USB *1，RJ11or RS232* 1，Nano sim*1，PSAM
*1，TFslot *1

Networking Wi-Fi/Bluetooth via adapter

Power AC 100–240V adapter → DC 12V input

Environmental
Operating 0°C–40°C; Storage −20°C–60°C; 10%–90% RH

non-condensing; ESD/Shock: TBD

Recommended Accessories Barcode scanner，NFC，

Dimensions &Weight 248mm(L)*179mm(W)*75mm(H 800G

I/O Layout (Reference)

2 x USB RJ11 or RS232

1x Sim，1x TF 1x Psam



Compliance & Safety

◆ CE, FCC, RoHS (final configuration dependent)

◆ Power supply with over-voltage and over-current protection

◆ K-lock slot support (chassis dependent)

Manageability & Security

◆Remote maintenance via standard Windows tools (RDP, MSI/Silent install)

◆ BIOS/OS password policies; user role separation

◆Cable-management path for clean in-store install

Package Contents & Support

◆Main unit, power adapter, power cable, quick start guide

◆ 12 months standard; 24/36 months extended (optional)

◆ Support: https://www.poszeo.com/service/support/

Contact & Next Steps

◆Explore Products: poszeo.com/products

◆Request a Quote: poszeo.com/contact-us

◆Email:sales@poszeo.com

◆Phone/Whats App: +86 198 6074 3416

Document Control

◆ Doc: V10 | Rev: v1.2 | Date: 2025-11-11

◆ Notes: Specifications may change without notice; options & certifications depend on final configuration and
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