
Product Datasheet

WS09 Touch ScreenWeighing POS
Advanced Touch ScreenWeighing POS with Dual OS, Precision Scale, and Multiple Connectivity Options for
Retail and Grocery

15.6 inch LED 1366*768+15.6"BOE EDP(1366*768） Built - in 58MM printer

vision recognition for PLU hints Accurate weighing

Dual Display

15.6 inch

Windows 10

Android 11

vision recognition Built-in Printer

Intel Core I5-4210M

Rockchip RK3568

Accurate weighing

https://www.poszeo.com/product/touch-screen-weighing-pos-ws09/


Grocery Store Fresh Produce Management Hospitality and Food Service Billing

Self-Service Weigh & Pay Supermarket Checkout Optimization

Main Feature
◆Dual OS Support:Windows 10 And Android For Versatile Software Compatibility.

◆High-Resolution Touch Screen:15.6-inch Multi-Touch For Smooth User Experience.

◆ Precision Scale Options:15kg And 30kg Capacity For Varied Retail Needs.

◆Durable Metal Body:Strong Build For Heavy-Duty Commercial Environments.

◆Multiple Connectivity:Wi-Fi, Bluetooth, Ethernet, And Optional 4G Module.

◆Optional Secondary Display: 15.6-inch Screen For Customer Interaction.

◆ AI Recognition Capability: 1080P Camera For Automated Product Identification.

◆ Thermal Printing Option： 80mm Printer For Fast, High-Quality Receipts.

◆ All-in-One POS Solution：Combines Weighing, Printing, And POS Functions.



Technical Specifications

Item Specification

Processor / CPU Intel core I5-4210M;Rockchip RK3568

Operating System Windows 10；Android 11

Memory & Storage Windows：4GB+128GB;Android：2GB+32GB

Main Display 15.6" capacitive touchscreen (operator display)

Customer Display (Optional) 15.6" LCD

Scale

body with top-mounted weighing plate for easy cleaning and

improved aesthetics. Maximum weight: 15 kg. Minimum weight: 30

kg.

Printer Built-in 80mm thermal printer optional

Camera optional AI camera

I/O Ports USB ×6, LAN ×1, RJ11 ×1, DC-in ×1

Networking Gigabit Ethernet; optional Wi-Fi/Bluetooth via adapter

Power AC 100–240V adapter → DC 12V 5A

Environmental
Operating 0°C–40°C; Storage −20°C–60°C; 10%–90% RH

non-condensing; ESD/Shock: TBD

Recommended Accessories 58mm/80mm thermal paper (BPA-free); 15.6" customer display

Dimensions &Weight Box Size 50*64*60cm G.W.8.5KG

I/O Layout (Reference)

4 x USB 1 x RJ45 1x DC

1 x RJ11 Sim/TF Card Audio



Compliance & Safety

◆ CE, FCC, RoHS (final configuration dependent)

◆ Power supply with over-voltage and over-current protection

◆ K-lock slot support (chassis dependent)

Manageability & Security

◆Remote maintenance via standard Windows tools (RDP, MSI/Silent install)

◆ BIOS/OS password policies; user role separation

◆Cable-management path for clean in-store install

Package Contents & Support

◆Main unit, power adapter, power cable, quick start guide

◆ 12 months standard; 24/36 months extended (optional)

◆ Support: https://www.poszeo.com/service/support/

Contact & Next Steps

◆Explore Products: poszeo.com/products

◆Request a Quote: poszeo.com/contact-us

◆Email:sales@poszeo.com

◆Phone/Whats App: +86 198 6074 3416

Document Control
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◆ Notes: Specifications may change without notice; options & certifications depend on final configuration and
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Powerful POS System to Boost Sales & Optimize
Operations – Talk to Our Experts Now!
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